
Spill Conditions

Year Location Status Duration

2000

MCN 1800 - 0600 spill to gas cap
no day spill
50 KCFS guaranteed for power generation

through 31 August

IHR 1800 - 0500 spill to gas cap
daytime - spill to 45 KCFS/not to exceed gas cap
Guaranteed to run one unit (~18 KCFS) for power generation

through 31 August

LMN 24 hour  spill to gas cap
Can run at least one unit for power generation.

through ~ 20 June

LWG 1800 - 0600 spill to gas cap
day currently spilling to make use of Surface Bypass Collector. 
Will go to no day spill when the collector is removed
Can run at least one unit for power generation.

through ~ 12 June

LGS 1800 - 0600  spill to gas cap
some day spill     going to no day spill when barging starts
Can run at least one unit for power generation.

through ~ 20 June

JDA 1900 - 0600 spill 60% of flow, not to exceed gas cap
Daytime - 3 day test blocks (0 or 30 KCFS spill) opposite of BON 
See schedule.   50 KCFS guaranteed for power generation.

Through 31 August

BON 1800 - 0600  spill to gas cap.
Daytime - 3 day test blocks (gas cap or 75 kcfs)  See schedule
30 KCFS guaranteed for power generation.

Through 31 August

TDA 24 hours per day spill 40% of flow not to exceed the 120% gas 
cap
50 KCFS guaranteed for power generation

Through 31 August
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