FPP Change Form
Change Request Number: 10LGS 001  SW Crest height Adjustment
Date: October 26, 2009 / Ammended – January 29, 2010
Proposed by: NWW
Proposed Change:
Update operational language in the FPP describing the operation of the spillway weir (SW), including the change from low–crest (SW-LO) to high-crest  (SW-HI) configuration, and defining conditions when the SW is taken out of service. 

Section 2.3.1.2. Fish Passage Period (April 1 through December 15)

g. Spillway Weir (SW)
1. Spring fish passage season will start with SW-LO in place, even if river discharges are less than 75 kcfs.  
2. If average daily river discharge falls below 38 kcfs for at least three days in the spring while the SW-LO is installed, the SW-LO will be closed until the discharge again rises above 38 kcfs, and streamflow forecasts indicate increasing river discharge.  In this case, the uniform spill pattern will be used.  The SW-LO will be either taken out of service or returned to service within three normal working days of the trigger conditions.
3. After the spring freshet has passed, the SW-HI will be installed after river discharge falls below 75 kcfs for three days in a row and will remain in place for the rest of the season, even if river discharges subsequently increase above 75 kcfs.  The trigger to change to the SW-HI configuration is further based on the following:
a. streamflow forecasts indicate continuing lower river discharges; 

b. a review of the juvenile fish counts at the Little Goose monitoring facility to prevent changes during the middle of peak outmigration;
c. coordination with regional fish managers.

This change-over will take place within three normal working days after the above trigger conditions have been satisfied.

4. 
 When daily average discharge drops below 38 kcfs in the summer while the SW-HI is installed and forecasts predict flows to remain below 38 kcfs for at least three days, the SW will be closed for the remainder of the spill season.  The SW will be closed within three normal working days and coordinated through CENWW-OD-T.
5. The uniform spill pattern, with no spillway weir operating, will be used as an alternate pattern when the spillway weir must be closed for any reason, such as when switching from SSW-LO to SSW-HI, or when  the SW is removed from service due to low river flows. 

Reason for Change:
First year of operation of the SSW at Little Goose had very basic information on the operation of the SSW in the footnotes to the spill tables.  This brings the operating information from the footnotes into the main text of the FFP, and addition operation instructions.   
Originally this change was approved by FPOM at the December FPOM.  
The amended changes are from combining both forms to one.  From the January FPOM requested information to 10LGS003.  “When river flows are between 30 and 40 kcfs spill will be fixed at 11.6 kcfs.  When flows are below 30 spill will be fixed at xxxxx.”
These new spill tables are designed for 2010.
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