FPP Change Form 
Change Request Number:  12IHR002  South Shore Aux Water Supply 
Date:  November 9, 2011
Proposed by:  Ice Harbor Dam - Operations
Proposed Change: 
3.2.2.3. South Shore Auxiliary Water Supply System.  The south shore auxiliary water is supplied by eight electric pumps and 150 to 180 cfs of excess water from the juvenile fish passage facilities.     Fluctuating water levels can require up to eight pumps to be operated to provide the auxiliary water and meet criteria.  If one pump fails, a standby pump will be started to keep the fishway within criteria. If more pumps fail, this procedure will continue until all the standby pumps are in operation.  If criteria cannot be met due to fish pump outages within 24 hours, the floating orifices should be closed in the following order: OG-12 and OG-10.  If the required head differential of 1' to 2' cannot be reached when the floating orifices are closed, SSE 1 and NFE 2 will be closed equally at 1' intervals until it is reached or until the weirs are 5' below tailwater.  Then the remaining floating orifices should be closed in the following order: OG-4 and OG-1.  If there is still not enough auxiliary water to maintain the head differential on the two main entrances, NFE 2 will be closed, the transportation channel bulkheaded off at the junction pool, and SSE 1 operated as deep as possible to maintain the head differential.  If it cannot be maintained at a depth of 6' or greater, the weir will remain at 6' regardless of the head.

Reason for Change: Fluctuating water levels can require up to eight pumps to be operated to provide the auxiliary water and meet criteria.  If one pump fails, a standby pump will be started to keep the fishway within criteria.
Comments from others:
1/20/12 FPOM: Fine with this change.
Record of Final Action:  
APPROVED by FPOM at 1/20/12 FPP Meeting.
