FPP Change Request Form
Change Request Number & Title: 13LMN003 – 2.3.1.2.h RSW Maintenance
Date Submitted:  10/25/12
Project: LMN
Requester Name, Agency: James Gale, LMN
Location of Change - FPP Project and Section:
LMN 2.3.1.2.h. (Operating Criteria – Juvenile Fish Passage Facilities – Fish Passage Period – RSW Maintenance) 
Proposed Changes (in track changes to existing section):
h. Removable Spillway Weir (RSW) Maintenance (September 1 through April 1).
1.  Forebay debris removal;  Prior to the onset of the inspections listed below in paragraphs 2-4,  if a debris raft is present in the forebay and will interfered with the defined operations,  a debris spill will be coordinated in accordance with paragraph 5.1.  Debris entrapment in the RSW seals or between the transition plate and ogee will adversely affect the operation of the RSW.

2. Transition Plate Inspection will be performed annually to validate that the transition from the RSW to the ogee is intact.  The primary means of inspection will be done with either a ROV or divers. 

i.  If divers are used, Powerhouse Units 5&6 will be removed from service as well as Spillbays 7&8.  Units 5&6 outage will require a deviation from the Unit Priority listed in Paragraph 4.1.  Coordination of the units being out of service will follow normal outage notification guidelines.  Up to a week before the inspection, bay 8 will need to be opened 1 or 2 stops to facilitate the clearing of debris and silt from the transition plates.  The spilling of water through bay 8 will be coordinated with RCC following normal guidelines. 

ii.  If an ROV is used for the inspection, spillbay 8 will be out of service for the inspection.  The morning of the inspection, bay 8 will need to be opened 1 or 2 stops to facilitate the clearing of debris and silt from the transition plates.  The spilling of water through bay 8 will be coordinated with RCC following normal guidelines.  

3. Transition Plate bolts, umbilical and seal inspection.  To facilitate this level of inspection, the RSW will need to be disengaged from the face of the dam and tipped back to the pierce point.  Prior to moving the RSW, bay 8 will need to be opened 1 or 2 stops to remove and debris or silt that has accumulated on the transition plates or beak region.  This debris or silt will slide off and land on the ogee, thus causing problems when the RSW is stowed.  The spill of water through bay 8 will be coordinated through normal guidelines with RCC. The spill will occur up to a week before the inspection.  This level of inspection will also require that bays 7&8 be out of serve, as well as Powerhouse Main units 5&6.  Units 5&6 being out of service will require a deviation in unit priority as listed in paragraph 4.1. Coordination of the units out of service will follow normal outage notification guidelines.  This level of inspection will be done with divers.  Upon completion of the dive, prior to stowing the RSW, bay 8 will need to be opened up to 3 stops, to clean any debris from the ogee.  The anticipated duration of this inspection is 1 to 3 days of effort.  Reports of the inspection will be relayed back to the district biological staff.

Justification for Change:
Typically the operators at Lower Monumental have been moving the RSW over the weekend before the dives occur.  This allows the divers to get started right away when they get onsite.  The flushing of debris needs to take place before we move the RSW.  To spill the morning of the dive and then move the RSW takes too much time. 
Comments from others:
Record of Final Action:
FPOM 01/24/13:  Approved as written.
