FPP Change Request Form
Change Request Number & Title: 13LWG004 Fish Count Window
Date Submitted:  15 Jan 2013
Project:  Lower Granite Dam
Requester Name, Agency: NWW
Location of Change - FPP Project and Section:
2.3.2.2.b. Operating Criteria – Adult Fish Passage Facilities - Fish Passage Period – Counting Windows  
Proposed Changes (in track changes to existing section):
b. Counting Window.  The crowder shall be opened to full count slot width when not counting.  The crowder shall be open as far as possible to allow accurate counting and shall not be closed to less than 18 inches while counting.  This will usually occur during high turbidity conditions to allow count accuracy criteria to be achieved.  The counting slot has a width range of 12-30”.  All equipment should be maintained and in good condition.  The counting window and backboard should be cleaned as needed to maintain good visibility.
Justification for Change:
FPOM requested the crowder range information.  Also, removed reference to WDFW fish counters, as they are no longer the sole source for fish counting.

The normal operating range is 12-16”.  
Comments from others:
FPOM 01/24/13:  FPOM requested the “normal” range be 18” – 30”.

Lorz asked if the minimum could be set to 18” during winter maintenance.  

Benner said he would check w/ Steve Richards to find out why the opening has been so narrow.

Record of Final Action:
FPOM 01/24/13:  Not approved at this time.  Needs further discussion.  Added language as discussed for 13TDA003.
FPOM 02/14/13:  Approved w/ change to language with minimum of 18”.

